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Kommunikationsanforderungen
•	Bluetooth-Steuerung: Das Gerät kann 

direkt über Bluetooth gesteuert werden.
•	WLAN-Steuerung: Platzieren Sie das 

Gerät für die Internetsteuerung in 
der Reichweite eines 2,4-GHz-WLAN-
Signals.

Anforderungen an das Netzteil
•	Das Netzteil ist für den Außenbereich in geschützten Bereichen geeignet. (z. B. 

unter einem Dach oder einer Markise)  
1. Verwenden Sie eine wasserdichte Steckdose mit einer Schutzabdeckung, 

um zu verhindern, dass sie Regen, Spritzwasser oder direktem Sonnenlicht 
ausgesetzt wird.

2. Halten Sie das Netzteil senkrecht zum Boden und fern von Bereichen mit 
stehendem Wasser.

3.2 Herunterladen der App
Laden Sie die Aiper-App für die Einrichtung des Geräts herunter (die App ist für 
die Nutzung unerlässlich):
Sie können die Aiper-App herunterladen und installieren, indem Sie den QR-
Code unten scannen oder in Ihrem App-Store nach „Aiper“ suchen.

Anmerkungen: 
•	Für die volle Funktionalität der App auf Ihrem Smartphone oder Gerät ist iOS 

12.0 oder höher bzw. Android 8.0 oder höher erforderlich.
•	Nach der Installation folgen Sie den Anweisungen der App, um die 

Registrierung, Anmeldung und Netzwerkeinrichtung abzuschließen.

Aiper-App

2,4 GHz
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3.4 Auswahl des Bewässerungsbereichs

3.3 Installationsanleitung
Tippen Sie nach dem Öffnen der Hauptansicht 
der App in der rechten oberen Ecke auf [+] 
und scannen Sie den QR-Code rechts, um zur 
Installationsanleitung zu gelangen. Befolgen Sie 
die Anweisungen, um den Installationsort des 
Geräts zu bestimmen. Installationsanleitung

3.5 Anschließen des Schlauchs

1. Platzieren Sie das Gerät im gewünschten 
Bewässungsbereich. (Zum einfachen Tragen 
verwenden Sie die vertieften Griffe an der 
Unterseite des Geräts.)

2. Installieren Sie die Verankerung noch 
nicht und befestigen Sie das Gerät vorerst 
nicht. Warten Sie, bis die App Sie anleitet, 
den richtigen Standort zu finden und zu 
bestätigen.

Gartenschlauch mit Schnellkupplung 
verbinden

Anmerkungen: 
Befestigen Sie die Schnellkupplung mit einer Zange am Schlauch, um ein 
Auslaufen von Wasser zu verhindern. Es wird empfohlen, einen Schlauch mit 
einem Durchmesser von 19 mm (3/4 Zoll) zu verwenden, um eine ausreichende 
Bewässerungsreichweite zu gewährleisten.

3.6 Anschließen an den 
Stromkreis
1.	 Verbinden Sie das männliche 

Ende des Verlängerungskabels 
mit dem wasserdichten 
Stromversorgungsanschluss an der 
Basis des Geräts.
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2.	Befestigen Sie das weibliche Ende 
des Verlängerungskabels am 
wasserdichten Anschluss des 
Netzteils.

3.	Stecken Sie den Netzstecker in eine 
wasserdichte Steckdose.

Wenn das Gerät erfolgreich angeschlossen wird, ertönt ein Piepton. Dies zeigt an, 
dass das Gerät einen Selbsttest abgeschlossen hat und für die App-Einrichtung 
& Kopplung bereit ist.
Anmerkungen: 
•	Für eine optimale Wasserfestigkeit befestigen Sie die wasserdichten Stecker 

des Kabels.
•	Verwenden Sie eine Außensteckdose mit einer wasserdichten Abdeckung.

3.7 App-Einrichtung & Kopplung
1. Aufrufen des Bluetooth-Einrichtungsmodus
•	Halten Sie die  -Taste 2 Sekunden lang gedrückt.
•	Die LED-Leuchte blinkt blau und zeigt damit an, dass sich das Gerät im 

Bluetooth-Einrichtungs-Modus befindet.

2. Koppeln des Geräts
•	Öffnen Sie die App und wählen Sie das zu koppelnde Gerät aus.
•	Nach der Einrichtung können Sie das Gerät bedienen.

3. Verbinden mit WLAN (optional)
•	Für die Netzwerk-Fernbedienung und weitere Netzwerkfunktionen folgen Sie 

den Anweisungen der App, um das Gerät mit Ihrem Heim-WLAN zu verbinden.

Anmerkung: Wenn der Einrichtungsvorgang unterbrochen wird, halten Sie die  
-Taste 2 Sekunden lang gedrückt, um den Bluetooth-Einrichtungsmodus erneut 
aufzurufen.
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3.10 Erstellen einer Bewässerungskarte

3.8 Testen der Bewässerungsreichweite

3.9 Installation des Geräts

Nachdem das Gerät gekoppelt wurde, 
folgen Sie den Anweisungen der App, um 
die Bewässerungskarte zu erstellen. 

1. Einstellen des Bewässerungsbereichs
•	Verwenden Sie die Vier-Wege-Taste, 

um zu regulieren und sicherzustellen, 
dass der am weitesten entfernte 
Umrisspunkt die Rasenkante erreicht. 

1. Drehen Sie den Wasserhahn komplett 
auf. Stellen Sie sicher, dass der 
Bewässerungsbereich frei von 
Hindernissen ist.

2. Befolgen Sie die Anweisungen der App, 
um zu testen, ob die maximale 
Sprühdistanz die Bereichsgrenze 
abdecken kann, und passen Sie die 
Position des Geräts entsprechend an.

1. Installieren Sie die Verankerung auf einer ebenen Fläche, wobei der Pfeil der 
Verankerung in Richtung des Bewässerungsbereichs zeigen muss.

2. Setzen Sie das Gerät ordnungsgemäß auf die Verankerung auf. Stecken Sie 
die Gartenpflöcke in die Löcher in der Basis des Geräts. Ziehen Sie jeden 
Gartenpflock mit einem Inbusschlüssel fest, um das Gerät zu sichern.

IrriSense

9:00

1

3

2

4

IrriSense

9:00
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2. Speichern der Umrisspunkte
•	Speichern Sie jeden Umrisspunkt entlang der Rasenkante, um die Karte für die 

Rasenbewässerung zu erstellen.

Anmerkungen:
•	Wenn das Gerät nach der Erstellung der Karte verschoben wird, müssen Sie die 

Bewässerungskarte neu erstellen, um eine genaue Bewässerung zu 
gewährleisten.

•	Vermeiden Sie bei der Erstellung der Bewässerungskarte abrupte 
Entfernungsänderungen zwischen den Umrisspunkten. Für eine höhere 
Genauigkeit sollten Sie die Bereiche in einem größeren Winkel abdecken.

•	Wenn die Bewässerung von der Bewässerungskarte abweicht, setzen Sie die 
Karte zurück und fügen Sie Umrisspunkte hinzu, um die Genauigkeit zu 
erhöhen.

•	Das Gerät unterstützt die Einstellung von Bewässerungszonen nach Punkten, 
Linien oder Flächen. Aufgrund der Eigenschaften der Düse (die bei kürzeren 
Entfernungen einen konzentrierteren Wasserstrahl erzeugt), wird jedoch 
empfohlen, Punkt- oder Linienzonen in der Nähe des Geräts zu halten, um eine 
optimale Leistung zu erzielen. 

FlächeLiniePunkt

Starten über die App
•	Starten Sie die Bewässerung sofort in der App-Oberfläche.

3.11 Sofortiger Beginn der Bewässerung
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3.12 Einstellen eines Bewässerungsplans

IrriSense

9:00

• Verwenden Sie die App, um die automatische Bewässerung zu einer 
bestimmten Zeit zu planen. 

 • VORSICHT: Wenn sich mehrere IrriSense-Geräte denselben Wasserhahn 
teilen, planen Sie die Bewässerungszeiten separat, um eine vollständige 
Abdeckung des Rasens während der Bewässerung sicherzustellen.
• Um optimale Ergebnisse zu erzielen, wird empfohlen, die Bewässerungszeit auf 
den frühen Morgen zu legen (etwa 6 Uhr), um den Effekt von Wind und 
Verdunsten des Wassers zu reduzieren. Sie können die Bewässerungstiefe auch 
wöchentlich anpassen, um den sich ändernden Umweltbedingungen Rechnung 
zu tragen.

Wenn die Bewässerung beginnt, erstellt das Gerät eine Bewässerungsroute auf 
der Grundlage der eingestellten Rasenform. 
Nach der Bewässerung der Rasenkanten werden die inneren Bereiche, die 
zusätzlich bewässert werden müssen, mit einem mäandernden Sprühbild 
bewässert.

3.13 Wetteranpassung
Regensensor
•	Wenn der Regensensor Niederschlag feststellt, bricht das Gerät die 

Bewässerung ab.
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4.1 Auswechseln des Düsendeckels
1. Strom- und Wasserabschaltung
•	Trennen Sie den Netzstecker und drehen Sie den Wasserhahn zu, um mögliche 

Gefahren zu vermeiden.

4 Wartung

2. Entfernen des Düsendeckels
•	Führen Sie einen Schlitzschraubendreher in die Nut an der Unterseite des 

Düsendeckels ein, um ihn abzuhebeln.
•	Heben Sie den Düsendeckel vorsichtig an und entfernen Sie ihn.

3. Installieren des neuen Düsendeckels
•	Richten Sie den neuen Düsendeckel aus und drücken Sie ihn an seinen Platz, 

bis Sie ein „Klick“-Geräusch hören, das anzeigt, dass er befestigt ist.
•	Schließen Sie das Gerät wieder an die Stromversorgung an und schalten Sie 

die Wasserquelle ein, um den normalen Betrieb wieder aufzunehmen. 
Anmerkung: Der Düsendeckel ist für eine gleichmäßige Bewässerung 
unerlässlich. Ersetzen Sie den Düsendeckel, wenn er beschädigt ist.

4.2 Auswechseln der Düse 

2. Entfernen des Düsendeckels
•	Hebeln Sie mit einem kleinen 

Schlitzschraubendreher den Rand einer 
Seite des Düsendeckels ab.

•	Heben Sie den Düsendeckel vorsichtig 
an und entfernen Sie ihn.

1. Strom- und Wasserabschaltung
•	Trennen Sie den Netzstecker und drehen Sie den Wasserhahn zu, um mögliche 

Gefahren zu vermeiden.
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3. Entfernen der Düsen
•	Führen Sie den Schraubendreher in die 

Schutzabdeckung des Kopfes ein.
•	Lösen Sie die 2 Befestigungsschrauben 

an der Ober- und Unterseite der Düse 
und bewahren Sie die Schrauben an 
einem sicheren Ort auf.

4. Entfernen Sie die Düse
•	Entfernen Sie die gebrauchte Düse, führen Sie einen Schlitzschraubendreher in 

die Nut an der Unterseite des Düse ein, um sie herauszuhebeln.

5. Installieren der neuen Düse
•	Setzen Sie die neue Düse an den Wasserausgang.
•	Ziehen Sie die 2 Befestigungsschrauben an, um sicherzustellen, dass die 

Rohrleitung richtig abgedichtet ist.

6. Wiedereinsetzen des Düsendeckels 
•	Bringen Sie den Düsendeckel an und drücken Sie ihn fest an.
•	Schließen Sie das Gerät wieder an die Stromversorgung an und schalten Sie 

die Wasserquelle ein, um den normalen Betrieb wieder aufzunehmen.

4.3 Aufbewahrung Ihres IrriSense 2 im Winter
Um das Gerät zu schützen und es vor Schäden durch einfrierende Schläuche zu 
bewahren, empfiehlt es sich, den Drainage-Modus in der Aiper-App zu 
aktivieren, das Gerät abzubauen und es vor dem Winter in einem Raum zu 
lagern.
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1. Wasser ablassen
•	Schalten Sie die Wasserquelle aus und aktivieren Sie den 

Entwässerungsmodus in der App.

IrriSense
9:00

2. Entfernen der Wasseranschlüsse
•	Schrauben Sie den Schlauch ab und entfernen Sie alle Anschlüsse am 

Wasseranschluss des Geräts.

3. Den Netzstecker trennen
•	Ziehen Sie den Netzstecker und lagern Sie das Netzkabel und das Netzteil 

ordnungsgemäß. 

4. Abbau des Geräts
•	Schrauben Sie die Gartenpflöcke der Reihe nach heraus.
•	Heben Sie das Gerät senkrecht an und bringen Sie es zur Lagerung nach drinnen.
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5. Beibehaltung der Verankerung
•	Lassen Sie die Verankerung in ihrer 

ursprünglichen Position, um zu 
vermeiden, dass Sie die 
Bewässerungskarte neu erstellen 
müssen, wenn Sie das Gerät erneut 
installieren.

Anmerkung: Öffnen Sie nach dem Wiederherstellen der Stromversorgung die 
Geräteseite in der App, um die Verbindung wiederherzustellen.

1. Schläuche und Drähte strategisch 
verlegen
•	Verlegen Sie Schläuche und Kabel entlang 

von Hausecken, Hofmauern oder 
Terrassen, um sie weniger sichtbar zu 
machen.

2. Natürliche Elemente nutzen
•	Verlegen Sie Schläuche und Kabel in der 

Nähe von Sträuchern, Erdrändern oder 
Rasenkanten, damit sie sich natürlich in 
die Landschaft einfügen.

3. Im Boden verstecken
•	Decken Sie Schläuche und Kabel mit 

Rasen, Steinen, Erde oder Kies ab, um sie 
in die Umgebung des Hofes zu 
integrieren.

4. Schlauchfarben anpassen
•	Wählen Sie Schläuche in Farben, die zu Ihrem Rasen oder Ihrer Umgebung passen.
•	Vermeiden Sie glänzende, reflektierende Schläuche, die optisch auffallen.

4.4 Verschönern Sie Ihren IrriSense 2
Sorgen Sie für mehr Ästhetik in Ihrem Hof, indem Sie Schläuche und Kabel 
diskret verstecken.
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5 Technische Daten

Modell: WAW1

Nenndurchflussrate: 25 LPM (5,5 GPM)

Netzteilausgang: 21 V  0,75 A

Abmessungen: 223 mm * 268 mm * 582 mm (8,8 Zoll * 10,6 Zoll * 22,9 Zoll)

Nenneingangs-Wasserdruck: 2,0 bar

Maximaler Eingangs-Wasserdruck: 6,9 bar

Maximalleistung: 15,75 W

Rasengröße: 222-445 m² (2400-4800 Fuß²)

Netzteilmodell​: GMA18-210075-2A

Einsatztemperatur: 0-40°C (32-104°F)

Wasserversorgungsanschlüsse: 19 mm (3/4 Zoll) GHT-Innengewinde

Nennreichweite: 12 m (39 Fuß)

Netzteileingang: 100-240 V~, 50-60 Hz, 1,0 A

Feuchtigkeitsbereich: 0~90 %

Bluetooth-Frequenzbereich: 2,4000-2,4835 GHz, Maximaler E.I.R.P: 10 dBm

Wasserschutzklasse: IPX6

2,4G WLAN-Frequenzbereich: 2,4000-2,4835 GHz, Maximaler E.I.R.P: 20 dBm

Gleichstrom.

Wechselstrom.

Geräte der Klasse II.

Stromversorgung wechseln.

Polarität des Gleichstromanschlusses.

Kurzschlussfester Sicherheitstrenntransformator.

Lesen Sie die Bedienungsanleitung sorgfältig.

Nur zur Verwendung in Innenräumen.

Wenn die Stifte der Steckerteile beschädigt sind, muss das 
Steckernetzteil verschrottet werden.
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Blau stetig

Blau blinkend

Grün stetig

Blinkt gelb​

Blinkt orange 

Blinkt rot

Das Gerät wartet auf die 
Bluetooth-Kopplung.

Das Gerät ist mit dem Telefon 
oder dem Internet verbunden.

Die interne Uhr des Geräts ist nicht 
synchronisiert. Siehe Abschnitt „7. 
Fehlerbehebung“ für Lösungen.

Gerätewarnung. Bitte folgen Sie 
den Anweisungen der App zur 
Fehlerbehebung.

Gerätefehler. Bitte folgen Sie 
den Anweisungen der App zur 
Fehlerbehebung.

LED-Leuchten-
Status Statusbeschreibung

6 LED-Leuchte

Das Gerät ist nicht mit dem Telefon 
und dem Internet verbunden.
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7 Fehlerbehebung

Das Gerät 
schaltet sich 
nicht ein.

Das Gerät 
erreicht nicht 
die maximale 
Bewässerung-
sdistanz.

Das Gerät hat 
keine Energie.

Das Netzteil oder 
das Gerät ist 
beschädigt.

Ungeeigneter 
Wasserdruck oder 
Durchflussrate des 
Wasserhahns.

Unzureichender 
Innendurchmesser 
des Schlauches.

Der Schlauch ist 
zu lang.

Die Schläuche 
sind nicht richtig 
angeschlossen.

Die Düse ist 
verstopft oder 
abgenutzt.

Mehrere IrriSense-
Geräte teilen 
sich denselben 
Wasserhahn und 
sind so eingestellt, 
dass sie zur 
gleichen Zeit 
arbeiten.

Vergewissern Sie sich, dass das 
Gerät ordnungsgemäß an das 
Stromnetz angeschlossen ist.

Bitte wenden Sie sich an den 
Aiper-Kundendienst.

Messen Sie den Wasserdruck und 
die Durchflussrate des Wasserhahns. 
Stellen Sie das Gerät an einen 
anderen Ort, wenn die Standards 
nicht erfüllt werden.
Verwenden Sie einen 19 mm 
(3/4 Zoll) Gartenschlauch.
Stellen Sie sicher, dass sich keine 
Fremdkörper im Schlauch befinden.
Um eine optimale Bewässerung zu 
gewährleisten, verwenden sie einen 
maximal 15m (50 Fuß) langen Schlauch. 
Ein kürzerer Schlauch ermöglicht eine 
größere Bewässerungsdistanz.

Vermeiden Sie die Verwendung 
eines Wasserabscheiders 
und vermeiden Sie Knicke im 
Schlauch. Vergewissern Sie sich, 
dass der Anschluss und der 
Schlauch nicht undicht sind.
Befolgen Sie den Abschnitt 
„Auswechseln des Düsendeckels“ 
im Kapitel „Wartung“ und 
ersetzen Sie die entsprechenden 
Teile. Wenn keine Besserung 
eintritt, wenden Sie sich an den 
Aiper-Kundendienst.

Verschieben Sie die 
Betriebszeiten der IrriSense-
Geräte, die sich denselben 
Wasserhahn teilen.

1

2

NR. Mögliche UrsachenFehlfunktion Lösungen
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Wasseraustritt.

Die 
Bewässerung 
weicht von 
der Bewässe-
rungskarte ab.

Es ist normal, dass 
sich während des 
Gebrauchs Wasser 
auf dem Gerät 
sammelt oder 
gelegentlich aus 
der Düse tropft.

Die Rohrleitung 
des Geräts ist 
beschädigt.

Galvanische 
Korrosion durch 
die Verwendung 
verzinkter 
Steckverbinder.

Die 
Wetterbedingungen 
variieren stark.

Schwankender 
Wasserdruck von 
der Wasserquelle.

Die Düse ist 
verstopft oder 
abgenutzt.

Die 
Bewässerungs-
karte wurde nicht 
korrekt erstellt.

Das Gerät wurde 
bewegt.

Es sind keine besonderen 
Maßnahmen oder 
Wartungsarbeiten erforderlich.

Bitte wenden Sie sich an den 
Aiper-Kundendienst.

Verwenden Sie stattdessen 
Messing- oder Kunststoffstecker.

Schließen Sie die Karteneinstellung 
in einer windstillen Umgebung ab 
und folgen Sie den Anweisungen 
der App, um windiges Wetter 
intelligent zu überspringen.

Befolgen Sie den Abschnitt 
„Auswechseln des Düsendeckels“ 
im Kapitel „Wartung“ und ersetzen 
Sie die entsprechenden Teile. Wenn 
das Problem nicht gelöst werden 
kann, wenden Sie sich an den 
Aiper-Kundendienst.

Setzen Sie die Karte zurück, wenn 
der Kontrollwasserdruck relativ 
konstant ist.

Setzen Sie die Karte zurück und fügen 
Sie weitere Umrisspunkte hinzu, wenn 
Sie eine neue Karte erstellen.

Fixieren Sie das Gerät erneut und 
stellen Sie die Karte ein.

3

4

NR. Mögliche UrsachenFehlfunktion Lösungen

Der Filter ist 
verstopft. Entfernen und waschen Sie den 

Filter.

Das Gerät 
erreicht nicht 
die maximale 
Bewässerung-
sdistanz.

2
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Das Gerät 
kann keine 
Verbindung 
zum Telefon 
herstellen.

Das Gerät 
lässt sich 
nicht steuern.

Bluetooth ist nicht 
eingeschaltet.

Das Gerät befindet 
sich nicht im 
Kopplungs-Modus.

Das Telefon 
ist nicht mit 
dem Netzwerk 
verbunden.

Das Gerät 
arbeitet nicht 
ordnungsgemäß.

Das Netzwerk 
des Geräts hat 
Verzögerungen.

Das Gerät ist mit 
einem anderen 
Konto gekoppelt.

Das Telefon ist 
zu weit vom 
Gerät entfernt.

Aktivieren Sie Bluetooth auf 
Ihrem Telefon.

Halten Sie  2 Sekunden lang 
gedrückt, um in den Kopplungs-
Modus zu gelangen.

Vergewissern Sie sich, dass das 
Telefon ordnungsgemäß mit 
dem Netzwerk verbunden ist, und 
versuchen Sie es dann erneut.

Schließen Sie die 
Stromversorgung wieder an das 
Gerät an. Koppeln Sie das Gerät 
über Bluetooth mit der App.

Steuern Sie das Gerät direkt über 
das Bluetooth des Telefons oder 
platzieren Sie das Gerät in einem 
Bereich mit stabilem 2,4-GHz-
WLAN-Signal.

Stellen Sie das Telefon nicht 
weiter als 20 m (65,6 Fuß) vom 
Gerät entfernt auf.

7

6

NR. Mögliche UrsachenFehlfunktion Lösungen

Halten Sie  etwa 15 Sekunden 
lang gedrückt, um das Gerät 
zurückzusetzen und die Kopplung 
erneut zu versuchen.

Der 
Wasserfluss 
wird nicht 
ausreichend 
verteilt.

Das Gummi des 
Düsendeckels 
ist nicht richtig 
angebracht.

Entfernen Sie den Düsendeckel 
vorsichtig, um zu prüfen, ob das 
Gummiteil richtig eingebaut ist.

5

Das Gummi des 
Düsendeckels ist 
alt oder hat an 
Elastizität verloren.

Befolgen Sie den Abschnitt 
„Auswechseln des Düsendeckels“ 
im Kapitel „Wartung“ und ersetzen 
Sie die entsprechenden Teile.
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NR. Mögliche UrsachenFehlfunktion Lösungen

Das Gerät 
führt 
geplante 
Bewässerun-
gsaufgaben 
nicht oder 
zu falschen 
Zeiten aus.

Die Richtung 
des 
Wasserstrahls 
ist falsch oder 
teilt sich in 
mehrere 
Strahlen auf.

Korrosion an 
den 
Metallkont-
akten des 
Regensensors.

Die Anzeige 
der 
Funktionstaste 
leuchtet nicht. 

LED-Leuchte 
blinkt gelb. 
 

9

10

11

12

13

Nach der 
Erstellung des 
Bewässerungsplans 
kam es zu einem 
Stromausfall.

Fremdkörper in der 
Rohrleitung oder 
unsachgemäße 
Installation der 
Düse können den 
Wasserstrahl 
spalten.

Metallkontakte 
sind längerfristig 
Feuchtigkeit 
ausgesetzt.

Problem mit der 
Stromversorgung. 

Die interne Uhr des 
Geräts ist nicht 
synchronisiert. 

Verbinden Sie das Gerät erneut 
via Bluetooth mit der App.

Entfernen Sie die Düse, reinigen 
Sie sie und setzen Sie sie wieder 
korrekt ein oder ersetzen Sie sie 
durch eine neue.

Spülen Sie die Metallkontakte 
gründlich ab und trocknen Sie sie 
mit einem weichen Tuch.

Trennen Sie den Netzstecker und 
verbinden Sie ihn erneut. Wenn 
das Problem weiterhin besteht, 
warten Sie 30 Minuten und 
versuchen Sie es erneut. Wenn 
das Problem nicht gelöst werden 
kann, wenden Sie sich an den 
Aiper-Kundendienst.

Synchronisieren Sie sie, indem 
Sie das Gerät mit dem Internet 
verbinden oder die Aiper App 
verwenden: Gehen Sie zur Seite 
„Gerätestatus“ und verbinden 
Sie sich über Bluetooth mit dem 
Gerät.

Beschlag 
im Inneren 
des oben 
angebrachten 
Wasserdruck-
messgeräts.

Temperatur- und 
Feuchtigkeitssch-
wankungen 
führen zum 
Beschlagen.

Dies ist ein normales Phänomen. 
Es sind keine Maßnahmen oder 
Wartungsarbeiten erforderlich.

8
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Dieses Produkt hat die von unseren Technikern durchgeführte Qualitätskontrolle 
und Sicherheitsprüfung bestanden.

1.	 Dieses Produkt wird mit einer Garantie geliefert, die den Motor ab dem 
Kaufdatum abdeckt. Es gelten die gesetzlichen Bestimmungen des jeweiligen 
Landes für die Garantiebedingungen.

2.	Diese Garantie erlischt, wenn das Produkt verändert, missbraucht oder von 
nicht autorisierten Personen repariert wurde.

3.	Diese Garantie erstreckt sich nur auf Fabrikationsfehler und deckt keine 
Schäden ab, die durch unsachgemäße Handhabung des Produkts durch den 
Besitzer entstehen.

4.	Die Bestellnummer oder der Kaufbeleg muss bei jeder Reparaturanforderung 
während der Garantiezeit vorgelegt werden.

5.	Dies ist eine zusätzliche Garantie, die von AIPER INTELLIGENT SARL, 43-47 
Avenue de la Grande Armée, 75116 Paris, Frankreich, angeboten wird. Diese 
Garantie berührt nicht die unentgeltlichen Rechtsbehelfe wegen 
Vertragswidrigkeit, die dem Verbraucher gegenüber dem Verkäufer nach 
dem Gesetz zustehen.

6.	Garantie E-Mail: service@aiper.com

8 Garantie

Konformitätserklärung (CE)
VEREINFACHTE EU-KONFORMITÄTSERKLÄRUNG
Hiermit erklärt die Shenzhen Aiper Intelligent Co., Ltd. dass die Funkanlage des 
Typs WAW1 der Richtlinie 2014/53/EU entspricht. Den vollständigen Text der 
EU-Konformitätserklärung finden Sie unter der folgenden Internetadresse:
https://aiper.com/eu/productdoc 

Die EU-Konformitätserklärung kann unter der unten angegebenen Adresse 
angefordert werden:
AIPER INTELLIGENT SARL
43-47 Avenue de la Grande Armée, 75116 Paris, Frankreich
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Dieses Symbol auf dem Produkt oder auf der Verpackung weist darauf 
hin, dass gebrauchte Elektro- und Elektronikgeräte nicht mit 
unsortiertem Hausmüll vermischt werden dürfen. Um eine 
ordnungsgemäße Behandlung zu gewährleisten, sind Sie dafür 
verantwortlich, Ihre Altgeräte bei den dafür vorgesehenen 
Sammelstellen abzugeben.

Die ordnungsgemäße Entsorgung dieses Produkts trägt dazu bei, 
wertvolle Ressourcen zu sparen und mögliche negative Auswirkungen 
auf die menschliche Gesundheit und die Umwelt zu vermeiden, die 
sonst durch unsachgemäße Abfallentsorgung entstehen könnten.

Um Ihr gebrauchtes Gerät kostenlos zurückzugeben, nutzen Sie bitte die 
Rückgabe- und Sammelsysteme oder wenden Sie sich an den Händler, 
bei dem Sie das Produkt gekauft haben.

Bei unsachgemäßer Entsorgung dieser Abfälle können gemäß den 
nationalen Rechtsvorschriften Strafen verhängt werden.

Konformitätserklärung zur Regelung der Europäischen Union
Informationen für Nutzer zur Entsorgung von Elektro- und Elektronik-
Altgeräten.

Korrekte Entsorgung dieses Produkts

Hersteller

Shenzhen Aiper Intelligent Co., Ltd.

Units 3201, 3203A and 3205, 32nd Floor, Block C, Phase 2 Galaxy World, Minle 
Community, Minzhi Street, Longhua District, Shenzhen, Guangdong, China, 518129

CN Tel: +8675521018957               E-Mail: service@aiper.com               www.aiper.com
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Thank you for choosing Aiper.

You’ve now joined millions who have already trusted Aiper to care for their 
gardens and are enjoying the convenience of a hassle-free, lusher lawn. 

This user manual will help you maintain your device and ensure it performs 
at its maximum efficiency for years to come. Please take a moment to 
read through it.

If you have any questions, please visit our website at www.aiper.com and 
contact our customer service team for assistance or more information.

Aiper Customer Service: 

Email: service@aiper.com

Facebook: @AiperOfficial

Scan for Video Guide 

Scan the QR Code to Access 
Customer Support

EN
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Please read this manual carefully and follow all warnings and 
instructions when using your Aiper Smart Irrigation (hereinafter 
referred to as device). Failure to comply may result in electric 
shock, fire, or serious injury. Aiper is not liable for any losses or 
injuries caused by improper use of this device.

For your safety and the optimal performance of this device, 
please read and follow these instructions:

1.	 This device can be used by children aged from 8 years and 
above and persons with reduced physical, sensory or mental 
capabilities or lack of experience and knowledge if they have 
been given supervision or instruction concerning use of the 
device in a safe way and understand the hazards involved. 

2.	This device is not intended for use by persons (including 
children) with reduced physical, sensory or mental 
capabilities, or lack of experience and knowledge, unless they 
have been given supervision or instruction concerning use of 
the device by a person responsible for their safety.

3.	Children shall not play with the device. This device shall not 
be used by children. Cleaning and user maintenance shall 
not be carried out by children.

4.	Ensure that children do not attempt to touch the device while 
it is operating.

5.	Do not allow children to ride the device under any 
circumstance.

6.	Do not operate the device with people or animals on the 
lawns.

7.	While operational, do not place your hands into any part of 
the device as this may result in injury.

8.	Do not leave or operate the device in freezing temperatures.

9.	Before connecting the power supply to the device, make 
sure both connectors are completely dry. Moisture caught 
between connectors during charging can cause pin corrosion 
and breakage. 

1 IMPORTANT SAFETY INSTRUCTIONS 
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10.	Keep the power connector capped when not in use. Leaving 
the pins exposed to water may cause irreversible power 
damage.

11.	 The device must only be supplied at SELV.

12.	WARNING: To reduce the risk of electric shock, replace 
damaged cord immediately.

13.	If the power cord is damaged, it must be replaced or repaired 
by a qualified electrician or Aiper Customer Care to avoid 
any hazards. The power supply is not to be repaired and not 
to be used any longer if it is damaged or defective.

14.	Use only brass or plastic couplings. Do not connect the 
device to aluminum or steel hose ends (will cause corrosion).

15.	The new hose-sets supplied with the device are to be used 
and that the old hose-sets should not be reused.

16.	A pressurized hose may burst in high heat. Do not leave your 
hose pressurized and exposed to the sun.

17.	Do not use any tools to secure the hose connection.

18.	Only certified professionals should disassemble the sealed 
drive kit of your device.

19.	Always secure the device with the provided locator to 
prevent it from tipping over or causing inaccuracies in the 
designated map. Please note that any damage caused by 
dropping the device is not covered by warranty.

20.	Do not drop, pierce the shell, or intentionally damage the 
device in any way, as this may void your warranty.

21.	To prevent RF exposure, a separation of 20 cm or more 
is recommended between the persons operating the 
device and the device itself. Operation at closer distances 
is not recommended. The antenna used for this device's 
transmitter must not be co-located with any other antenna 
or transmitter.

22.	When not using the power supply for a long period of time, 
please unplug it.
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23.	To prevent contamination of your drinking water, ensure that 
the faucet connected to the device is equipped with a check 
valve. Do not connect the device directly to a drinking water 
supply. 
Government regulations determine the specific type and 
maintenance requirements of the check valve needed 
when connecting a device like Aiper to the water supply. 
Regulations may vary by municipality, so it's essential to 
install and maintain the appropriate check valve for your 
area. Aiper is not liable for any damage or harm resulting 
from failure to comply with these requirements.

24.	Ensure the device is turned off while not in use or while 
performing maintenance. 

25.	When not in use, store the device indoors, in a cool, 
well-ventilated area.

26. CAUTION:

•	 FOR USE WITH LAWNS ONLY.

•	 FOR OUTDOOR USE ONLY.

•	 KEEP FROM FREEZING.

•	 ONLY USE BRASS OR PLASTIC HOSE-ENDS. OTHER METALS WILL 
CORRODE AND FUSE TO DEVICE.

•	 FOR USE ONLY WITH AUTHORIZED AIPER POWER SUPPLY, MODEL: 
GMA18-210075-2A.

SAVE THESE INSTRUCTIONS
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2.1 Package Contents

2 Product Components

Locator * 1

10m (32.8 ft) 
Extension Cord * 1

Garden Peg * 4

Power Supply * 1 Check Valve * 1

Allen Key * 1

Smart Irrigation * 1

GHT Threaded Male 
Quick Connector * 1 User Manual * 1Quick Start Guide * 1

*GHT: Garden Hose Thread 
(American Standard)

*The specific appearance is based on the actual product.



131

2.2 Component Overview

1 Water Pressure Gauge
5 Solution Chamber

9
12

3 Nozzle

7
10
13

19mm (3/4 in) GHT 
Hose Connector

4 Nozzle Lid
8
11

LED Indicator
Inlet Hose Waterproof Power 

Supply Connector

2 Rotating Head
6 Dock

Cord

Rain Sensor

Smart Irrigation 
(Front View)

Smart Irrigation 
(Rear View)

1

2

3

5

4

9

6

7

8

12

11

10

13

: Function Button

Notes:
• Solution bottles need to be purchased separately.
• Folding marks on the 10  Inlet Hose are normal and do not affect performance.
• The water pressure gauge at the top of the device indicates only the pressure 

at the nozzle outlet.
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3.1 Operating Conditions

3 How to Use Your Aiper IrriSense 2

To achieve the desired irrigation distance, ensure your water source meets the 
following requirements. 

Damage resulting from use outside these conditions will not be covered under 
warranty.
Water Source Requirements

Note: Do not use a water separator, as it may reduce the irrigation range.

To ensure your outdoor tap meets the necessary water pressure specifications 
and flow rate, follow these steps:
1. Water Pressure Measurement:
• Attach a water pressure gauge to your outdoor tap.
• Open the tap fully to maximize water flow.
• A reading of 2.0 bar or higher indicates that your water pressure is sufficient.
2. Flow Rate Measurement:
• Place a 20 L (4.4-gallon) bucket under the tap.
• Open the tap fully to maximize water flow.
• If the bucket fills within 48 seconds, your flow rate is adequate.

2.3 Button Description
After powering the device, press and hold  for 2 seconds to enter Pairing Mode. 
The LED Indicator will be flashing blue in Pairing Mode.

Briefly press  : 
•	When the irrigation map is set: Starts or stops the irrigation task.
•	When the irrigation map is not set: The LED Indicator will flash 3 times.

Press and hold  for 15 seconds:
•	Restores the device to factory settings. The buzzer will emit a long beep  to 

confirm.

Use a hose with a length of below 15m (49 ft) and a 
diameter of 19mm (3/4 in) or above. 
Do not use telescopic pipes.

2.0 bar or above.

Hose

Water Pressure

Flow Rate 25 LPM (5.5 GPM) or above.



133

Communication Requirements
•	Bluetooth Control: The device can be 

directly controlled via Bluetooth.
•	Wi-Fi Control: For Internet control, 

place the device within the range of a 
2.4GHz Wi-Fi network signal.

Power Supply Requirements
•	The power supply is safe for outdoor use in sheltered areas (e.g., under a roof 

or awning). 
1. Use a waterproof outlet with a protective cover to avoid direct exposure to 

rain, splashing water, or direct sunlight.
2. Keep the power supply perpendicular to the ground and away from areas 

with standing water.

3.2 Downloading the App
Download the Aiper App for device setup (The App is essential for use):
You can download and install the Aiper App by scanning the QR code below or 
by searching for Aiper  in your App Store.

Notes: 
•	iOS 12.0 or later, or Android 8.0 or later is required for full App functionality on 

your smartphone or device.
•	Once installed, follow the App's instructions to complete registration, login, and 

network setup.

Aiper App

2.4GHz
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3.3 Installation Guide
After entering the main interface of the App, 
click [+] in the upper right corner of the App 
and scan the QR code on the right side to get 
the installation guide. Follow the instructions to 
determine the device's installation location. Installation Guide

3.4 Selecting the Irrigation Area
1. Place the device in the desired irrigation 

area. (For easy carrying, use the 
recessed grips located on the bottom of 
the device.)

2. Do not install the locator and fasten the 
device for now. Wait until the app guides 
you to find and confirm the proper 
location.

3.5 Connecting the Hose
Connect Garden Hose with Quick 
Connector

Notes: 
Fasten the quick connector to the hose with pliers to prevent water leakage. 
It is recommended to use a hose with a diameter of 19 mm (3/4 in) to ensure 
sufficient irrigation range.

3.6 Connecting the Circuit
1.	 Attach the male end of the 

extension cord to the waterproof 
power supply connector on the 
base of the device.
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2.	Attach the female end of the 
extension cord to the waterproof 
connector for the power supply.

When the device is successfully powered, it will beep. This indicates that the 
device has completed a self-check and is ready for App Setup & Pairing.

Notes: 
•	For optimal water resistance, fasten the cord’s waterproof connectors.
•	Use an outdoor outlet with a waterproof cover.

3.	Insert the power plug into a 
waterproof outlet.

3.7 App Setup & Pairing
1. Enter Bluetooth Setup Mode
•	Press and hold  for 2 seconds.
•	The LED Indicator will be flashing blue, indicating that the device is in Bluetooth 

Setup Mode.

2. Pair the Device
•	Open the App and select the device to be paired.
•	You can operate the device after the setup.

3. Connect to Wi-Fi (Optional)
•	For networking remote control and more networking functions, follow the App's 

instructions to connect the device to your home Wi-Fi.

Note: If the setup process is interrupted, press and hold  for 2 seconds to 
re-enter Bluetooth Setup Mode.
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3.8 Testing the Irrigation Range
1. Turn on the tap to its maximum flow. 

Ensure the irrigation area is clear of 
obstacles.

2. Follow the app's instructions to test 
whether the maximum spray distance 
can cover the area boundary, and 
adjust the device position accordingly.

3.9 Installing the Device
1. Install the locator on a flat surface with the locator's arrow oriented toward the 

irrigation area.
2. Put the device onto the locator properly. Insert the garden pegs into the holes 

on the base of the device. Tighten each garden peg using an Allen Key to 
fasten the device.

1

3

2

4

3.10 Building an Irrigation Map
After the device is paired, follow the 
App’s instructions to build the 
irrigation map. 

1. Adjust the Irrigation Range
•	Use the four-way button to regulate 

and ensure that the furthest contour 
point reaches the edge of the lawn.

IrriSense

9:00

IrriSense

9:00
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Notes:
•	If the device is moved after the map is built, you must rebuild the irrigation 

map to maintain accurate irrigation.
•	When creating the irrigation map, avoid abrupt distance changes between 

contour points. For greater accuracy, set boundaries at wider angles.
•	If irrigation deviates from the irrigation map, reset the map and add contour 

points to enhance accuracy.
• The device supports setting irrigation zones by points, lines, or areas. However, 

due to the characteristics of the nozzle (which produces a more concentrated 
water flow at shorter distances), it is recommended to keep the point zones or 
line zones close to the device for optimal performance.

AreaLinePoint

3.11 Starting Irrigation Instantly
Start via the App
Start the irrigation task instantly in the App interface.

2. Save the Contour Points
•	Save each contour point along the lawn's edge to build the lawn irrigation map.
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3.12 Setting an Irrigation Schedule

IrriSense

9:00

• Use the App to schedule automated irrigation at a specified time. 
 • CAUTION: If multiple IrriSense devices share the same water tap, schedule 

their irrigation times separately to ensure full lawn coverage during irrigation.
• For optimal results, it is recommended to set the irrigation time in the early 
morning (around 6 a.m.) to reduce the effect of wind and the evaporation of 
water. You can also customize the irrigation depth on a weekly basis to account 
for changing environmental conditions.

When the tasks begin, the device will create an irrigation task route based on 
the set lawn shape. 
After watering the lawn's edge, a meandering spray pattern will be applied to 
the interior areas that require additional irrigation.

3.13 Weather Adaptation
Rain Sensor
•	When the rain sensor detects rainfall, the device will cancel the irrigation task.
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4.1 Replacing the Nozzle Lid
1. Power Off & Water Shutoff
•	Disconnect the power supply and turn off the tap to avoid potential hazards.

4 Maintenance

2. Remove the Nozzle Lid
•	Insert a flathead screwdriver into the 

groove at the nozzle lid's bottom to pry 
off the nozzle lid.

•	Carefully lift and remove the nozzle lid.

3. Install the New Nozzle Lid
•	Align and press the new nozzle lid into place until you hear a click sound, 

indicating that it is fastened. 
•	Reconnect the power supply and turn on the water source to resume normal use.

Note: The nozzle lid is essential for watering evenness. Replace the nozzle lid 
when it's damaged.

4.2 Replacing the Nozzle 

2. Remove the Nozzle Lid
•	Use a small flathead screwdriver to pry 

off the edge of one side of the nozzle lid.
•	Carefully lift and remove the nozzle lid.

1. Power Off & Water Shutoff
•	Disconnect the power supply and turn off the tap to avoid potential hazards.

3. Remove the Nozzle
•	Insert the screwdriver into the 

protective cover of the head.
•	Unscrew the 2 fixing screws on the 

top and bottom of the nozzle and 
store the screws in a safe place.
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4. Detach the Nozzle
•	Remove the used nozzle. You can Insert a flathead screwdriver into the groove 

at the nozzle's bottom to pry off the nozzle.

5. Install the New Nozzle
•	Install the new nozzle against the spout.
•	Secure it by tightening the 2 fixing screws to ensure that the pipeline is 

properly sealed.

6. Re-install the Nozzle Lid 
•	Attach the nozzle lid and press it firmly into place.
•	Reconnect the power supply and turn on the water source to resume normal use.

4.3 Storing Your IrriSense 2 in Winter

1. Drain the Water
•	Turn off the water source and activate Drainage Mode in the App.

To protect the device and prevent it from the damage caused by hoses 
freezing, it's recommended to activate Drainage Mode in the Aiper App, remove 
the device, and store it indoors before the winter.

IrriSense
9:00
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2. Remove the Water Connectors
•	Unscrew the hose and remove all connectors at the device’s water connection port.

3. Disconnect the Power Supply
•	Unplug the power supply and store the power cord and power supply properly. 

4. Remove the Device
•	Unscrew the garden pegs in turn.
•	Lift the device vertically and move it indoors for storage.

5. Preserve the Locator Position
•	Leave the locator in its original ground position to avoid having to rebuild the 

irrigation map when you re-install the device.

Note: After reconnecting the power, open the Device Page in the App to re-
establish the connection.
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1. Route Hoses & Wires Strategically
•	Run hoses and wires along corners of the 

house, yard walls, or deck to reduce 
visibility.

2. Utilize Natural Elements
•	Position hoses and wires near bushes, 

soil borders, or lawn edges to naturally 
blend them into the landscape.

3. Conceal with Ground Cover
•	Cover hoses and wires with turf, stones, 

soil, or gravel to integrate them into the 
courtyard environment.

4. Match Hose Colors
•	Choose hoses with colors that match your lawn or surrounding area.
•	Avoid using shiny, reflective hoses that stand out visually.

4.4 Beautifying Your IrriSense 2
Enhance the aesthetic appeal of your courtyard by discreetly managing hoses 
and wires.
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5 Specifications

Model: WAW1

Rated Input Flow Rate: 25 LPM (5.5 GPM)

Power Supply Output: 21V  0.75A

Dimensions: 223mm * 268mm * 582mm (8.8 in * 10.6 in * 22.9 in)

Rated Input Water Pressure: 2.0 bar

Maximum Input Water Pressure: 6.9 bar

Maximum Power: 15.75W

Lawn Size: 222-445m² (2400-4800 Sq.Ft)

Power Supply Model: GMA18-210075-2A

Working Temperature: 0-40°C (32-104°F)

Water Source Connectors: 19mm (3/4 in) GHT Female Thread

Rated Range: 12m (39 ft)

Power Supply Input: 100-240V~, 50-60Hz, 1.0A

Humidity Range: 0-90%

Bluetooth Frequency Range: 2.4000-2.4835GHz, Maximum E.I.R.P: 10dBm

Water Protection Rating: IPX6

2.4G Wi-Fi Frequency Range: 2.4000-2.4835GHz, Maximum E.I.R.P: 20dBm

Direct current.

Alternating current.

Class II equipment.

Switch mode power supply.

Polarity of d.c. power connector.

Short-circuit-proof safety isolating transformer.

Read user's manual.

For indoor use only.

If the pins of the plug parts are damaged, the plug-in power 
supply shall be scrapped.
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Solid Blue

Flashing Blue

Solid Green

Flashing Yellow

Flashing Orange 

Flashing Red

Device is waiting for bluetooth 
pairing.

Device is connected to the 
phone or the Internet.

Device's internal clock is out of sync. Refer to​​ 
Section 7 .Troubleshooting  for solutions.

Device alert. Please follow the App's 
instructions for troubleshooting.

Device fault. Please follow the App's 
instructions for troubleshooting.

LED Indicator 
Status Status Description

6 LED Indicator

Device is not connected to the 
phone and the Internet.
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7 Troubleshooting

Device doesn't 
turn on.

Device can’t 
reach the 
maximum 
irrigation 
distance.

Device is not 
powered.

Power Supply 
or device is 
damaged.

Unsuitable 
water pressure 
or flow rate of 
the tap.

Insufficient inner 
diameter of the 
hose.

Hoses are not 
connected 
properly.

Hose is too long.

Nozzle is 
clogged or worn 
out.

Multiple IrriSense 
devices share the 
same tap and are 
set to operate at 
the same time.

Ensure that the device is properly 
connected to the power supply.

Contact Aiper customer service.

Measure the tap’s water 
pressure and flow rate. Relocate 
the device if they don’t meet the 
standards.

Use a 19mm (3/4 in) garden 
hose.
Ensure that there are no foreign 
objects in the hose.

Avoid using a water separator 
and prevent hose bends. Ensure 
that there’s no leakage in the 
connection and hose wall.

For optimal irrigation, use a 
hose shorter than 15m (50 ft). A 
shorter hose allows for greater 
irrigation distances.

Follow the Replacing the Nozzle 
Lid  section of Maintenance  and 
replace the related parts. If 
there’s no improvement, contact 
Aiper customer service.

Stagger the operating times 
for IrriSense devices sharing 
the same tap.

1

2

NO. Possible CausesMalfunction Solutions
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Water 
leakage.

Irrigation 
deviates from 
the irrigation 
map.

It is normal for 
water to collect 
on the device or 
occasionally drip 
from the nozzle 
during use. 

Device’s pipeline 
is damaged.

Galvanic 
corrosion from 
using galvanized 
connectors.

Weather 
conditions vary 
widely.

Fluctuating water 
pressure from the 
water source.

Nozzle is clogged 
or worn out.

The irrigation map 
was not created 
correctly.

Device has been 
moved.

No special action or 
maintenance is required.

Contact Aiper customer service.

Use brass or plastic connectors 
instead.

Complete the map setting in 
a windless environment, and 
follow the App’s instructions to 
intelligently skip windy weather.

Follow the Replacing the Nozzle 
Lid  section of Maintenance  
and replace the related parts. 
If unresolved, contact Aiper 
customer service. 

Reset the map when the control 
water pressure is relatively 
steady.

Reset the map and add more 
contour points when creating a 
new one.

Re-fix the device and set the 
map.

3

4

NO. Possible CausesMalfunction Solutions

The filter is 
clogged. Remove and wash the filter.

Device can’t 
reach the 
maximum 
irrigation 
distance.

2
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Device can’t 
connect to 
the phone.

Bluetooth is not 
turned on.

Device is not in 
Pairing Mode.

Phone is not 
connected to the 
network.

Device is paired 
with another 
account.

Phone is too far 
away from the 
device.

Enable the Bluetooth on your 
phone.

Press and hold  for 2 seconds 
to enter the Pairing Mode.

Ensure that the phone is properly 
connected to the network and 
then retry.

Place the phone within 20m 
(65.6 ft) of the device.

7

NO. Possible CausesMalfunction Solutions

Press and hold  for about 15 
seconds to reset the device and 
reattempt pairing.

Device is out 
of control.

Device is 
operating 
abnormally.

Device's network 
has delays.

Re-connect the power supply to 
the device. Pair the device with 
the App via Bluetooth.

Directly control the device via 
the phone's Bluetooth or place 
the device in a 2.4GHz Wi-Fi 
stable network signal area.

6

The water 
flow is not 
adequately 
dispersed.

The rubber of 
the nozzle lid 
has aged or lost 
elasticity.

The rubber of the 
nozzle lid is not 
properly installed.

Follow the Replacing the Nozzle 
Lid  section of Maintenance and 
replace the related parts.

Carefully remove the nozzle lid to 
check if the rubber component is 
properly installed.

5
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NO. Possible CausesMalfunction Solutions

The device 
fails to 
execute 
scheduled 
irrigation 
tasks or 
executes 
them at 
incorrect 
times.

The water 
jet direction 
is skewed 
or splits into 
multiple 
streams.

Corrosion 
on the rain 
sensor's 
metal 
contacts.

LED Indicator 
is flashing 
yellow.

Function 
Button 
indicator 
does not turn 
on. 

A power outage 
occurred after 
setting the 
schedule.

Foreign objects 
in the pipeline 
or improper 
nozzle installation 
causing water 
stream splitting.

Extended 
exposure of 
metal contacts to 
moisture.

Device's internal 
clock is out of 
sync.

Power supply 
issue. 

Reconnect the device to the App 
via Bluetooth.

Remove, clean, and reinstall the 
nozzle properly or replace it with 
a new one.

Rinse and dry the metal contacts 
thoroughly with a soft cloth.

Synchronize it by connecting the 
device to the Internet or by using 
the Aiper App: go to the Device 
Status page and connect to the 
device via Bluetooth.

Disconnect and reconnect the 
power supply. If the issue persists, 
wait 30 minutes and try again. If 
the problem remains unresolved, 
contact Aiper customer service.

9

10

11

13

12

Fogging 
inside the 
top-mounted 
water 
pressure 
gauge.

Temperature 
and humidity 
changes cause 
fogging.

This is a normal phenomenon. 
No action or maintenance is 
required.

8
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This product has passed quality control and safety test conducted by our 
technicians.

1.	 This product comes with a warranty that covers your item’s motor from the 
date of purchase. The respective country’s legal provisions for warranty 
conditions shall apply accordingly.

2.	This warranty is voided if the product has been altered, misused, or has been 
repaired by unauthorized persons.

3.	This warranty extends only to manufacturing defects and does not cover 
damage resulting from the mishandling of the product by the owner.

4.	The order number or record of purchase must be presented at the request of 
any repair claim during the warranty period.

5.	This is an additional warranty offered by AIPER INTELLIGENT SARL, 43-47 Avenue 
de la Grande Armée, 75116 Paris, France. This warranty does not affect the free 
of charge remedies for lack of conformity that the consumer holds against 
the seller, according to law.

6.	Warranty Email: service@aiper.com

8 Warranty

Declaration of Conformity(CE)
SIMPLIFIED EU DECLARATION OF CONFORMITY
Hereby, Shenzhen Aiper Intelligent Co.,Ltd. declares that the radio equipment 
type WAW1 is in compliance with Directive 2014/53/EU. The full text of the EU 
declaration of conformity is available at the following Internet address:
https://aiper.com/eu/productdoc 

The EU declaration of conformity can be requested via the address below:
AIPER INTELLIGENT SARL
43-47 Avenue de la Grande Armée, 75116 Paris, France
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This symbol on the product or on its packaging indicates that used 
electrical and electronic products should not be mixed with unsorted 
municipal waste. For proper treatment, it is your responsibility to 
dispose of your waste equipment by arranging to return it to 
designated collection points.

Disposing of this product correctly will help save valuable resources 
and prevent any potential negative effects on human health and the 
environment, which could otherwise arise from inappropriate waste 
handling.

To return your used device, please use the return and collection 
systems or contact the retailer where the product was purchased, 
which is free of charge, please contact your local authority for further 
details of your nearest designated collection point.

Penalties may be applicable for incorrect disposal of this waste, in 
accordance with your national legislation.

European Union Compliance Statement 
Information on Disposal for Users of Waste Electrical & Electronic Equipment

Correct Disposal of this Product

Manufacturer

Shenzhen Aiper Intelligent Co., Ltd.

Units 3201, 3203A and 3205, 32nd Floor, Block C, Phase 2 Galaxy World, Minle 
Community, Minzhi Street, Longhua District, Shenzhen, Guangdong, China, 518129

CN Tel: +8675521018957               Email: service@aiper.com               www.aiper.com



www.aiper.com040401.0349



* 此页不印刷，仅做备注使用

物料名称 WR01-IrriSense 2 说明书 - 欧规 ( 法、西、葡、意、德、英 )

物料编码 040401.0349

尺寸 142×215mm

材质 太阳哑粉纸 (80g) 封面哑粉纸哑膜 (157g)，胶装

变更记录

2025.12.19— 降本包材参数调整 - 首次释放


