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4x

3x

Motor unit
Join the motor unit and the rail. Fit 
the shaft of the motor unit into the 
sprocket assembly.
Position the two U rail clips according 
to the holes in the motor unit. To fi x 
the clips, use the four self-threading 
screws M6x16. Other screws might 
seriously damage the garage door 
opener.

Flip the rail. Fix the sprocket assembly 
with the three Phillips screws M5x15.

4
Sprocket assembly
Centre the bore holes in the sprocket 
assembly over the appropriate holes  
in the rail.

5

6
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2.5 cm
Belt tensioning
Tighten the belt by turning the ten-
sion nut clockwise, until the spring is 
extended to 2.5 cm.
Do not overtighten the belt.

Trolley head
Attach the trolley head to the trolley 
with the two screws.

Emergency handle
Connect the trolley head and the emer-
gency handle with the rope. The knots 
must not come loose when pulling the 
handle.

2x

7 

8 

9 
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10
Straight door arm
Attach the straight door arm to the 
trolley with one of the short shoul-
dered shafts.

Fix the shaft with a cotter pin. 

Brace the brackets of the cotter pin to 
secure it in place.

 WARNING
To prevent possible serious injury or death:
- Select an installation location without pipes or cables behind it. 
- Header bracket must be rigidly fastened to structural support on header wall 

or ceiling, otherwise garage door might not reverse when required. Do not 
install header bracket over drywall.

- Concrete anchors must be used if mounting bracket or structural support into 
masonry.

- Never try to loosen, move or adjust garage door, springs, cables, pulleys, 
brackets or their hardware, all of which are under extreme tension.

11
Header bracket installation
The header bracket should be installed 
centered over the garage door. If this 
is not possible, you may fasten the 
header bracket within 1 m to the right 
or left of the centre. 
The header bracket can be mounted 
fl ush against the ceiling when clear-
ance is minimal.

12
Horizontal positioning
Close the door and mark the inside 
vertical centerline of the garage door. 
Extend the line onto the header wall 
above the door.
For ceiling mount extend line onto the 
ceiling.



English_205

highest point of 
travel

highest point of 
travel + 5 cm

13
Vertical positioning for wall mount
Open your door to the highest point 
of travel. Draw a horizontal line onto 
the header wall at the highest point of 
travel plus 5 cm.

4x4x
5 cm
highest point of travel

14
Wall mount
Install the header bracket with its 
sides pointing upwards. Center the 
bracket as shown with its bottom edge 
on the horizontal line.
Mark the fastening holes and drill the 
holes. Fix the bracket with appropriate 
plugs and screws.

≤ 15 cm
15

Ceiling mount
Center the header bracket on the mark, 
no more than 15 cm from the wall.

Mark the fastening holes and drill the 
holes. Fix the bracket with appropriate 
plugs and screws.
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1x

4 cm

16

17

18

Brace the brackets of the cotter pin to 
secure it in place.

Attach the rail to header  bracket
Align the holes in the rail and the 
bracket and insert the long shouldered 
shaft. 

Fix the shaft with a cotter pin.

Lift the rail at motor end up to the 
ceiling. Open the garage door fully. Put 
a batten (4 cm thick) on the top end of 
the garage door and lay the rail on it. 
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Door reinforcement

 CAUTION
- Fiberglass, aluminum or light-

weight steel garage doors 
require reinforcement before 
installation of door bracket.

You might enforce your door with 
U-shaped braces on your own risk. 
The horizontal re inforcement should 
at least be long enough to be secured 
to two vertical supports. The vertical 
reinforcement should cover the height 
of the top panel. 

Hang the garage door opener
Bend the hanging brackets to bridge 
the distance between the garage door 
opener and the ceiling.

Mark the fastening holes and drill the 
holes. Fix the bracket with appropriate 
plugs and screws.

Attach the rail to the hanging brackets 
with the U rail.

Remove the batten from the garage 
door.

2x

 WARNING
- To prevent possible serious injury or death:
- Select an installation location without pipes or cables behind it. 
- Bracket must be rigidly fastened to structural support on ceiling, otherwise 

garage door might not reverse when required. Do not install bracket over 
drywall.

- Concrete anchors must be used if mounting bracket or structural support into 
masonry.

2x

2x

2x

19

20
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5 - 10 cm

5 - 10 cm

5 - 10 cm
4x

21

22

23

Door bracket mount
Position the top edge of the bracket 
5-10 cm below the top edge of the 
door, or directly below any structural 
support across the top of the door.

Drill fastening holes and fasten with 
4 self-threading screws.

Alternately use machine bolts and 
nuts.

Disconnect the trolley by pulling the 
emergency release handle.
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B
A

≤ 15 cm

2x

2x

24

25

26
Pull the trolley A with the emergency 
release handle over the belt connector 
B until they click into place.

 CAUTION
- If your garage has no second 

entry, install an emergency 
door release kit of your garage 
door supplier to be able to open 
the door in case of malfunction. 

Attach the curved door arm to the door 
bracket with the second short shoul-
dered shaft.

Fix the shaft with a cotter pin. 

Brace the brackets of the cotter pin to 
secure it in place.

Join arms with the bolts and nuts. 
Select holes as far apart as possible to 
increase door arm rigidity.

lf the holes in the curved door arm 
and the straight door arm do not align, 
reverse the straight door arm. 
Proceed with step 23.
lf necessary, you may cut up to 15 cm 
from the solid end of the straight arm.
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Installing the wall control
Take off  the lid. Select an installation 
location in sight of the garage door 
without pipes or cables behind it. 
Mark the fastening holes and drill 
them. Fix the wall control with the 
plugs and screws.

Place entrapment warning label on 
wall next to garage door control.

2x

27

Power connection
Connect garage door opener to a 
suitable outlet (see technical data). 
In Switzerland only use garage door 
opener 12040082. 

Ensure that the cable is not in the way 
of the garage door, cars or people.

Connection of optional 
accessories
You might connect optional accesso-
ries to the garage door opener, e.g.  a 
wired key switch or a warning light.

Set DIP switch 4 to ON if a photoeec-
tric beam is connected. Otherwise DIP 
switch 4 must be switched OFF.

28

29
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PROGRAMMING

Programming buttons on motor unit

1. – (Down button)
2. + (Up button)
3. Setting button
4. Code button

1 2 3 4

1

Pairing remote control, wall 
switch or keypad (optional 
accessory)

1.
Press the Code button until the LED 1 
shines continuously.

2.
Within 10 seconds, press the button 
of the remote control, or the activating 
button of the wall control, or insert 
1234 and press ▼ on keypad.

3.
Press the same button again or insert 
1234 and press ▼ again on keypad. 
LED 1 will fl ash and turn off . 

Repeat steps 1. to 3. to code up to a 
maximum of 10 remote controls.

1.

2.
< 10 sec.

3.

or or Insert 1234 and 
press ▼.

2

or or Insert 1234 and 
press ▼.
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1.

3.

2.

5.

4.

3 

Programming the way of travel

1.
Press and hold setting button until LED 
2 shines continuously.

2.
Press and hold + (up button) until door 
is in desired up position. LED 2 blinks. 
To prevent damage to vehicles, ensure 
that the door is fully open.

3.
Once the door is in the desired up 
position, press and hold setting button, 
until LED 3 shines continuously.

4.
Press and hold – (down button) until 
door is in the desired down position.

5.
Once the door is in the desired down 
position, press and hold setting button 
until LED turns off.
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TEST OF THE SAFETY REVERSAL SYSTEM

1.
With the door fully open, place a board 
with a thickness of 5 cm centered in 
the way of the door.
2.
Press remote control push button. 
When closing, the door MUST reverse 
when making contact with the board.

Otherwise do not use the garage door 
opener any more; instead seek profes-
sional assistance for repair.

1. 2.

	 WARNING
-	Without a properly installed safety reversal system, persons (particularly small children) could be seriously injured 

or even killed by a closing garage door. Incorrect adjustment of garage door travel limits will interfere with the proper 
operation of the safety reversal system. 

-	The safety reversal system MUST be tested at least once every month.
-	The safety reversal system must be tested after any adjustments made.

OPERATION

	 WARNING
Read and follow all warnings and instructions.
-	Always keep remote controls out of the reach of children. 
-	Only activate the garage door when you clearly see that there are no obstructions in the way of travel.
-	Always keep the garage door in sight until completely closed. Ensure that nobody crosses the path of the moving 

door. 
-	Ensure that nobody goes under a stopped, partially opened door.
-	If possible, use emergency release handle only when garage door is closed. 
-	If you need to pull the red emergency release knob when the door is open, be sure no one is standing in the way of 

door travel. 
-	Weak or broken springs or an unbalanced door could result in an open door falling rapidly and unexpectedly.
-	Never use emergency release handle to pull the garage door open or closed. If rope knot becomes untied, you could 

fall.
-	Due to remote control the door may move unexpectedly. Ensure that nobody crosses the path of the moving door. 

-	Press button on wall control or remote control to start the garage door opener. 
-	The door will always move in the opposite direction of the last run.
-	Door stops if fully open or closed. Alternatively, you can stop the movement by pressing the button on the control again. 
-	The door will move in the opposite direction when started again.
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MAINTENANCE 

	 WARNING
-	Always disconnect electric power to garage door 

opener before making any repairs or removing covers.
-	All repairs to cables, spring assemblies and other 

hardware must be made by a trained door systems 
technician.

	 WARNING
-	Regularly execute the manual release test and the 

safety reverse test. Maintain the garage door as ad-
vised in the door manual. Lack of maintenance can lead 
to unsafe operation.

-	Make sure, that the warning label is fixed properly and fully 
legible.

MAINTENANCE WORK BY OPERATOR

-	Damage or wear to a door system must only be rectified by 
qualified and trained professionals.

-	To ensure fault –free operation, the door system must be in-
spected regularly and, if necessary, repaired. Always disconnect 
operating system from the power supply before starting work on 
the door system.

-	Regularly check that the safety devices function correctly; no 
less than every six months.

-	Do the safety reversal test once a month (see “Safety reversal 
system test”).

-	Check all the moving parts of the door system and door operator 
system.

-	Check the door system for signs of damage or wear and tear.
-	Move the door manually to check that the door travels easily 

and smoothly.
-	Check all power supply cables for signs of damage.

MONTHLY MAINTENANCE

Manual release test

	 WARNING
-	An unbalanced door may fall down when released. 

Keep doorway free during test.

-	Close garage door, then pull down the red emergency release 
handle. The trolley will disconnect.

-	Test door for balance by releasing it at halfway. If balanced, it 
should stay in place, supported entirely by its springs. If the door 
falls down, seek professional garage door service.

Safety reversal test
-	With the door full open, place a board with a thickness of 5 cm 

centered in the way of the door. 
-	The closing door must reverse when it hits the board. If door 

stops on the obstruction, seek professional garage door service. 

CLEANING

-	If the garage door opener or the controls need cleaning, wipe 
them with a brush or a soft damp cloth. A mild detergent can be 
used but nothing like alcohol, petrol or other cleaning agent.

-	Never use caustic agents to clean plastic parts.
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BATTERY CHANGE 

BATTERY CHANGE OF 
WALL CONTROL

Remove cover inserting a small 
screwdriver into the slot at the bottom 
of the lid.
Insert a new C2032 battery (+ side 
outwards) and reinstall the lid.

1. 2.

BATTERY CHANGE OF 
REMOTE CONTROL

Unscrew the three little screws at the 
backside of the remote control, take of 
the lid and insert a new L828 battery. 
Please observe the polarity. 
Reinstall the lid.

ERASING CONTROLS

1.
Press and hold the Code button, the 
LED 1 turns on.
2.
Release the button when LED 1 turns 
off . All remote controls are now 
erased. This might become necessary 
if a remote control gets lost.
3. 
To pair controls again, see chapter 
“Programming” section 3).
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PROBLEM CAUSE SOLUTION

Garage door doesn’t open Door locked Remove all locks before operating the ga-
rage door opener

Control not connected (try another control to 
confirm)

Move remote control closer to the garage 
door opener
Replace battery (see section “Battery 
change”)
Pair control (see section “Programming”)
Replace control

Door sticks (after pulling the emergency 
release, the door may be moved only with 
excessive force)

Have a trained door systems technician 
maintain the door.

Power connection failure Plug garage door opener plug into a suitable 
live socket
Check the socket with a suitable luminaire
Have a qualified electrician repair the power 
connection, if socket is not live

Garage door doesn’t close/open fully Brackets, connections, arms impaired Check garage door and door opener; re-
programme the way of travel; always test 
safety reversal system after programming

Door not balanced (after pulling the emer-
gency release and opening the door half-
way, the door isn’t held in that position by 
its springs)

Have a trained door systems technician 
maintain the door.

Garage door reverses during closing Door sticks (after pulling the emergency 
release, the door may be moved only with 
excessive force)

Have a trained door systems technician 
maintain the door.

Obstacles in the way Remove obstacles like stones and ice in the 
doorway

Way of travel set improperly Re-programme the way of travel; always test 
safety reversal system after programming

TROUBLESHOOTING



English_217

DISPOSAL

The crossed-out wheeled bin symbol requires separate 
disposal for waste electrical and electronic equipment 
(WEEE). Such equipment may contain valuable, but 

dangerous and hazardous substances. You are required by law to 
return these products to a designated collection point for the 
recycling of WEEE and must not under any circumstances dispose 
of them as unsorted municipal waste. In this way, you can help to 
conserve resources and protect the environment.

In Germany, HORNBACH is obliged:

-	To take back old appliances of the same type free of charge 
in HORNBACH stores when you purchase a new electrical or 
electronic appliance.

-	To take back up to 3 WEEE of the same type (up to max. 25 cm 
edge length) free of charge in HORNBACH stores, even if you do 
not purchase a new appliance.

-	When delivering a new electrical or electronic appliance to a 
private household, to collect an old appliance of the same type 
free of charge or to enable you to return it in your immediate 
vicinity.

For further details, please consult www.hornbach.com or your 
local authorities.

Make sure that all batteries have been removed from the ap-
pliance before disposing of it. You will find notes on this in the 
operating instructions (see Chapter “BATTERY CHANGE”).

Used batteries and rechargeable batteries must be disposed of 
properly. Battery selling stores and municipal collection points 
offer special containers for battery disposal. Precise data on the 
type and chemical system of the batteries can be found in the 
technical data, corresponding markings on the batteries them-
selves.

Children must not play with plastic bags and packaging mate-
rial, due to the risk of injury and suffocation. Store such material 
safely or dispose of it in an environmentally friendly way.

DECLARATION OF CONFORMITY

We declare, that the product described in  
Technical Data:

ARON MOVE Garagentorantrieb (12040081)
ARON MOVE-CH Garagentorantrieb (12040082)

manufactured for: 
HORNBACH Baumarkt AG
Hornbachstraße 11
76879 Bornheim / Germany

is in conformity with the following directives:
Machinery Directive 2006/42/EC
RED Directive 2014/53/EU 
EMC Directive 2014/30/EU 
RoHS Directive 2011/65/EU

and in accordance to the following applicable harmonized 
standards:
EN IEC 60335-2-95:2023 + A11:2023
EN IEC 60335-1:2023 + A11:2023
EN 62233:2008
AfPS GS 2014:01 PAK
EN 13241:2003/A2:2016
EN 12635:2015
EN 12453:2017 +A1:2021
EN ISO 12100:2010
EN IEC 55014-1:2021
EN IEC 55014-2:2021
EN IEC 55015:2019 + A11:2020
EN IEC 61547:2023
EN IEC 61000-3-2:2019 + A1:2021
EN 61000-3-3:2013 + A1:2019
ETSI EN 301 489-1 V2.2.3:2019
ETSI EN 301 489-3 V2.3.2:2023
EN 62479:2010
Spektrum (Art. 3(2)): EN 300 220-2 V3.2.1:2018

The door opener must not be put into service until the garage 
door system into which it is to be incorporated has been declared 
in conformity with the provisions of the directives EN 12453, EN 
13241 and 2006/42/EC.

Andreas Back
Head of quality management and environment
Person authorised to compile the technical file

Bornheim, 01.08.2024

HORNBACH Baumarkt AG
Hornbachstraße 11
76879 Bornheim / Germany







12040081-2_V1.9_2024/12

Battery imported by HORNBACH Baumarkt AG,
Hornbachstraße 11, 76879 Bornheim / Germany
product@hornbach.com
www.hornbach.com 

Manufactured for HORNBACH Baumarkt AG,
Hornbachstraße 11, 76879 Bornheim / Germany
product@hornbach.com
www.hornbach.com


